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Consumables & Spare Parts Reference Card

Note: Part numbers and standards’ values may change. Consult LECO for the latest information.
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GENERAL COMBUSTION SUPPLIES
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Benzoic Acid Tablets 50/pkg.
Cleaning Brush Assembly

Coal Prox Plus High Standard Ref. Matl.
Crucible 10/pkg.

Filters 100/pkg.

Air Filter

Glass Scoop

Fuse Wire

Cotton Thread Fuse, 10 cm, 375/pkg.
Fixed Wire Igniter, 5/pkg.

Fuse Wire, 10 cm, 375/pkg.

Vessel Thread Igniter Kit

Vessel Wire Igniter Kit

Fuse (3.15A, 115V)

Fuse (1.6A, 230V)

Combustion Vessel Fuse Lead
(Combustion Vessel Harness Assembly)
Bottom Outlet Pipette Tubing

Bottom Pipette Tubing

5 Feet Replacement Tube

Screen (Filter)

Filter Retaining Ring

Vacuum Grease (Silicone)

Wetting Agent

OPTIONS

751-350-110  Electronic Balance

608-948 Combustion Vessel Cleaning Station
621-322 Pellet Press

REFERENCE MATERIALS AND STANDARDS

Current part numbers and values for LECO Reference
Materials and Standards (209-296) can be found at
https://www.leco.com/consumables

United States: 800-292-6141 ¢ Canada: 800-268-0215 ¢ Other Countries: 269-985-5496

info@leco.com * www.leco.com
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