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SC832 Series

Consumables & Spare Parts Reference Card

Note: Part numbers and standards’ values may change. Consult LECO for the latest information.
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626-001-871 503-539

(- ‘h/_ FILTER TUBE QUARTZ BOAT LINER
N—"—+4

E f : ° O

P 501-171-HAZ 529-203

CRUCIBLE TONGS
ANHYDRONE CERAMIC BOAT (100 PK)

501-062
BOAT PULLER ASSEMBLY (MANUAL)

L 501-081

N———
J GLASS WOOL
U 775-306 *Denotes part number
«— SCREEN for use with optional
; FILTER high temperature model
772-520
o< ORNG 625-601-555/ (SC832HRT)
626-002-573*
INNER
COMBUSTION
190-737 TUBE

SCREW
626-001-691 :

LANCE TUBE (4 REQ'D)

625-602-187

LANCE TUBE USED

626.001.692 WITH LOADER

PURGE TUBE
626-002-467

611-476
O-RING

WITH LOADER

=
T~ 175-001-103
O-RING
\606-307
FITTING
- D\ .
7 625-401-302 (e}

O-RING -~ 773-320
625-401-301 -~ \O-RING
O-RING -~ )

g 190-742
SCREWS
(4 REQ'D)
625-601-554/
626-002-572*
OUTER COMBUSTION
TUBE
611-477
O-RING
606-308 —
BOAT STOP -

I
i
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GENERAL COMBUSTION SUPPLIES
501-171-HAZ  Anhydrone 10-16 Mesh 1 Ib.

501-426
501-427
502-321
529-203
528-203-250
501-081
763-265
502-301
769-608

769-610

COM-AID Solids and Powders 1 Ib.
Com-Aid Liquids 1 Ib.

Accelerator COM-CAT 250 g

Boat Combustion Zp P 100/package
Boat Crucible Zir 250/package
Wool Glass 1 Ib.

Wool Glass 0.50 Ib.

Tungsten Trioxide 125 g

Metal Trap Antimony 200 g,

Used in Halogen Scrubber Packing
F-CL Absrb -8 +20 mesh 225 g,
Used in Halogen Scrubber Packing

COMBUSTION TUBES, GLASSWARE,
and HEATING ELEMENT

606-308
626-001-691

626-001-692
625-601-554
625-601-555
626-002-572
626-002-573
625-525-129

626-001-871
626-001-750
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Stop Ceramic Stepped

Tube Lance Manual Load,

Requires 625-401-302 O-Ring

Tube Purge Sst Manual,

Requires 625-401-301 O-Ring

Tube Combustion Outer,

Requires 611-477 O-Ring

Tube Combustion Inner,

Requires 611-476 O-Ring

High Temperature Outer Combustion Tube
High Temperature Inner Combustion Tube
Heating Element Assy W/Clamp and Lugs
Tube Boros Reagent 1.38 OD 7.0

Pack O-Ring Spare SC/C/S832

Contains: (8) 772-520 O-Ring 108

(.250x .436x.093v); (4) 773-320

O-Ring 121 1.062x 1.248x.093v; (2) 611-476
O-Ring 326 (1.625x 1.999x.187a); (2) 611-477

O-Ring 330 (2.125x 2.499x.187a);
(2) 625-401-301 O-Ring 006

(.114x .184x .070a); (2) 625-401-302
O-Ring 107 (.206x .309x.103a)

OPERATION ACCESSORIES

501-062 Assy Boat Puller

761-929 Tong Crucible

501-614 Spatula Sample

503-032 Scoop Glass Accelerator Small
619-591-699  Filter In-Line 0.1 Micron Disposable*
502-007 Cleaner Tube 8 mm x 4 ft
501-241 Lub Grease Vacuum 5.3 oz
502-023 Funnel Quick Disc Tube
776-978 Scoop Glass 1.5 ml, Large
633-103-356  Kit Regulator Oxygen CGA 540
751-350-110  Kit Balance 4-plc Secura124-1s
611-844 Spatula Flat Spoon Sst
626-002-251  Kit Pump Rebuild

MAINTENANCE PARTS KITS

104-186
104-188
104-190

832 Series w/Autoloader
832HT Series
832HT Series w/Autoloader

5K CONSUMABLE PACKS
502-771-HAZ 832 Series

REFERENCE MATERIALS AND STANDARDS

Current part numbers and values for LECO Reference
Materials and Standards (209-296) can be found at
https://www.leco.com/consumables

United States: 800-292-6141 ¢ Canada: 800-268-0215 ¢ Other Countries: 269-985-5496 ‘ E‘ O
. * 1SO-9001:2015 Certified * © 2023 LECO Corporation

info@leco.com * www.leco.com
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